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DMG MORI
MULTISPRINT 36

Quantty =~ EUR

Basic machine

I-A1520*

Control
|-A7058*

Spindles
I-B1525

MULTISPRINT 36

CNC automatic turning multi-spindle lathe

- Max bar capacity @36 mm

- 6 liquid cooled electrospindles with Z-axis

movement

- 6 cross slides with X - Y axes movements

- 6 C axes (0,002° angular positioning

resolution)

- Heat exchangers liquid fed for electrical

cabinet,
spindles and oleodynamic station (liquid at
customer’s care)

- Drum rotation with direct drive motor

- Hydraulic blocking drum

- Hydraulic cylinders for clamping elements
opening/closing, tie rods included

- Double CNC panel

- Spindles angular positioning each 0,1°

CNC control FANUC 30i-B

Counterspindles pos.7 and 8

(opposite to pos.1 and 6)

C-axis (0,002° angular positioning

resolution)

Speed max 7.500 rpm,

rapid traverse 40 m/min,

power/torque like main spindles,

hydraulic hollow cylinders,

complete with:

- ejector for finished part

- collet cleaning with cutting fiuid inside
the spindle

- no.2 back-working tool-holders block for
counter-spindle operations with no.5
junctions for quick-change tools
(no.3 of which can be driven as option
using codes I-C1502, I-C1503 or I-C1054)



Options basic machine

I-B1270

1-C1501

I-C1502

1-20016

SWISSTYPEKkit complete with no.6 rotating
bushing

holders, with automatic adjustment;
including

mechanical, pneumatic, electrical and
software

interface (required cod. I-Q0075)

Tool-holder block with no.3 junctions for
quick-charige

tool-holders (all can be driven as option
using

codes 1-C1502, I-C1503 or 1-C1054)

Motor drive for tool-holders for no.1 working
station,

tool speed max 8.000 rpm

tool power 0,9 kW S1; 2,2 kW S3 60%

tool torque 2,9 Nm S1; 7,0 Nm S3 60%
(Indicate when ordering on which

position the working station will be
mounted)

Chiller system for the machine and

the high pressure device

(required cod.l-F1509)

Commissioning excluded.

Chiller is necessary if customer isn’t able to
provide the coolant

Cooling media / chip removal

I-F1509

I-H1106

High pressure device for cutting fliud
suitable for oil {(max 25 ¢St 40°C) or for
emulsion
complete with:
-tank 1.800 L
- no. 1 pump 0,25 MPa - 180 L/min
- no. 1 pump 5 MPa — 75 L/min with inverter
-no. 1 pump 12 MPa — 25 L/min with
inverter

(max 8 MPa with emulsion)
- self-cleaning filter 50 pm for whole cutting
fluid
- slef-cleaning filter 25 ym for pumps 5 MPa
and

12 MPa
- heat exchanger liquid fed (liquid at
customer’s care)

for cutting fluid cooling

Oil mist collector complete with electrical,
software and mechanical interfaces.
Suitable for oil or emulsion



Unloading Systems

1-G1035 Work piece unloading device
(max lenght 100 mm) for
machine with counterspindies
pos.7 and 8 (cod. I-B1525),
complete with:
- no. 2 chutes
- double conveyor belt for finished
parts unloading (coming out
the machine by 350 mm)

Clamping device

I-Q0070 Collet application (compression type),
for collets type 76-99,
round max @36 mm
hex max CH 31 mm

Collet / clamping head

I-Q0715 Clamping collet (compression type),
type 76-99 for max round @36

Control- options and Software

I-Z0295 CNC Software options kit complete with:
- interpolation with polar coordinates
- cylindrical interpolation
- helical interpolation
- planes rotation

1-20279 Software for the sister tools
management for CNC FANUC

1-Z0278 8-channel tool monitor.
Software via tool monitoring
Including the dynamic representation
of the tool performance
(In the same time can be monitored up to 4
tools)



